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gsp-2 fORM
INTERNAL COMBUSTION ENGINES

EMERGENCY GENERATORS OR FIRE PUMP ENGINES
Air Resources Division/Permitting and Environmental Health Bureau

RSA/Rule: RSA 125-C:12 and Env-A 600 & 1700
This GSP-2 form shall be completed for each internal combustion engine that is requesting registration under the GSP Internal Combustion Engines – Emergency Generators or Fire Pump Engines.

	1. FACILITY INFORMATION

	FACILITY NAME: 

	AFS NUMBER:

	2. INSTALLATION DESCRIPTION

	DEVICE NAME: 


	DEVICE TYPE1:


	MANUFACTURER:
	MANUFACTURE DATE2:

	DATE INSTALLED:

	MODEL NUMBER:
	SERIAL NUMBER:

	MAXIMUM ENGINE OUTPUT RATING:
	UNITS3:

	3. ENGINE SPECIFICATIONS AND FUEL(S)

		Fuel Type Used4
	Heat Value5
	Units

	Maximum Fuel Flow Rate

	Units

	Maximum Gross Heat Input Rate

	Units


	(Example)

	ULSD

	137,000

	Btu/gal

	20

	gal/hr

	2.74

	MMBtu/hr


	Primary

							
	Secondary

							

	


GSP-2 FORM INFORMATION INSTRUCTIONS


Emergency Engine, Emergency Generator, or Emergency Fire Pump

2
If exact date is unknown for Manufacture Date or Install Date, you may use 01/01/year.  The exception is for calendar years 2006 and 2007, where a month and year are required to determine rule applicability.
3
Horsepower (hp) or 
Kilowatts (kW)
4
Liquid Fuels:
5
Heat Value:

Ultra Low Sulfur Diesel (ULSD)


137,000 Btu/gal

Diesel fuel





137,000 Btu/gal

#2 fuel oil





140,000 Btu/gal

Kerosene





135,000 Btu/gal

Other – Liquid




Obtain from Fuel Supplier

Gaseous Fuels:

Heat Value:

Natural Gas
1,020 Btu/cubic foot

Propane (LPG)
94,000 BTU/gal

Gasoline
130,000 Btu/gal

Other – Gaseous
Obtain from Fuel Supplier
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airpermitting@des.nh.gov or phone (603) 271-1370

PO Box 95, Concord, NH 03302-0095

www.des.nh.gov
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