
 
 
 
December 14, 2011 
 
 
 
 
 
Ansel Grandmaison 
Building Products Recycling Operation, LLC 
571 South Main Street 
Nashua, NH  03060 
 
SUBJECT: NASHUA- Scrap Metals Inc., 571 South Main Street 
 
  Certified Waste Derived Product (CWDP) for Distribution and Use 

Permit  Application, Enviropave Paving Material, Applicant is Ansel 
Grandmaison, Prepared by SBR Environmental Inc., Ref.:  WMD Doc 
Log # 2011700 and 2011726 

 
Dear Mr. Grandmaison: 
 
The New Hampshire Department of Environmental Services, Waste Management 
Division (Department) has completed a review of the above-cited CWDP permit 
application. In accordance with the requirements of the New Hampshire Solid Waste 
Rules (Rules), the following information must be provided to satisfy the provisions of 
Env-Sw 1500 for a completed application: 
 

1. Section II (3) and IV mention that Enviropave will be used as pavement cap and 
cover material for industrial sites, brownfield sites and other non-residential use 
applications.  Please explain in more detail. 

 
2. Section IV(2)(a) mentions EnviroPave will be used as dust control, surface cover, 

and surface capping.  Please explain in more detail.   
 
The Draft Specifications and Restrictions for this permit application are also attached for 
your review.  Please address the above comments by submitting three copies of the 
required information. Be certain to note the revision date on each replacement page. 
Continued review of your application will commence upon receipt of this information. 
 
 
 

The State of New Hampshire 
DEPARTMENT OF ENVIRONMENTAL SERVICES 

____________ 

Thomas S. Burack, Commissioner 

DES Web Site: www.des.nh.gov 
P.O. Box 95, 29 Hazen Drive, Concord, New Hampshire 03302-0095 

Telephone:  (603) 271-2925        Fax:  (603) 271-2456        TDD Access:  Relay NH 1-800-735-2964 
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Until the Department has completed its technical review, there may be additional 
comments.  In the meantime, if you have any questions, please contact me. 
 
Sincerely, 

 
 

                                                                  
Paul M. Gildersleeve, P.E. 
Solid Waste Management Bureau 
Tel:  (603) 271-2935 
Fax: (603) 271-2456 
E-mail:  paul.gildersleeve@des.nh.gov 
 
Att.:  Draft “Specifications and Restrictions” section 
 
ec: Paul Bergeron, City of Nashua City Clerk 
 Steve Radel, SBR Environmental 
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Certified Waste-Derived Product No. 25 
“Enviropave”  

Specifications and Restrictions 
 
 
A. Definitions  

1. “Surface Course” means one or more layers of a specified material 
of designed thickness, to accommodate the traffic load, placed on 
base courses.  The top layer is sometimes called the “wearing 
course”. 

 
2. “Base Course” means the layer or layers of specified or selected 

material placed on a subbase or subgrade to support pavement or 
other structure. 

 
3. “Subbase” means the layer or layers of specified or selected 

material placed on a subgrade to support a base course. 
 

4. “Subgrade” means the top soil surface upon which a subbase or 
base courses are placed. 

 
 
B. Asphalt Shingle Acceptance Limitations 

The following acceptance limitations are currently in existence for the 
product: 

 
1. No commercial asphalt roofing; 
 
2. No asphalt siding shingles; 

 
3. No asbestos fibers; and 

 
4. No hazardous waste, hazardous substances, toxic substances, or 

toxic pollutants as those terms are used in the Resource 
Conservation and Recovery Act, the Comprehensive Environmental 
Response, Comprehensive and Liability Act, the Hazardous 
Materials Transportation Act, the Toxic Substance Control Act, the 
Clean Air Act and the Clean Water Act. 

 
 
C. Specifications 

Product is manufactured from various blends of ground shingles and 
crushed and screened demolition aggregate-based materials.  This 
crusher processed and sized material may include brick, concrete, asphalt 
pavement, stone tailings, ledge and similar aggregate-based demolition 
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materials.  Ground asphalt roofing shingles are added to the product in 
varying proportions to meet the varying compaction requirements of the 
crushed materials.  The uses of product are as described below. 
 
The following specifications shall be met for Enviropave: 

 
1. Roofing shingle content (RSC): 40 - 100% (by weight) 

 
2. Fines:  maximum passing No. 100 sieve: 15% (by weight) 

maximum passing No. 200 sieve: 7% (by weight) 
 

3. Maximum deleterious matter (i.e., organics, paper, metal, etc.): 1% 
(by weight) 

 
4. Maximum Screening Concentrations (mg/kg): 

 
PAHs Screening Concentrations (mg/kg) 1 
Benzo(a)pyrene  

≤50% RSC 35.7 
60% RSC 29.8 
80% RSC 22.3 

100% RSC 17.9 
Metals S-1 Soil Values (mg/kg)2 
Arsenic 11 
Barium 1,000 
Cadmium 33 
Chromium VI 130 
Lead 400 
Mercury (inorganic) 6 
Selenium 180 
Silver 89 

 
Notes: 1 Product health based screening concentration calculated by the 

New Hampshire Department of Environmental Services, 
Environmental Health Program. 

 
2 Equivalent to Risk Characterization and Management Policy 

(RCMP) S-1 standards for protecting groundwater. 
 
 

D. Permissible Uses 
1. Base course and subbase aggregate for the construction of a 

portland cement concrete or asphaltic concrete paved lot; 
 

2. Base course and subbase aggregate for the construction of a 
paved federal, state, or municipal roadway; 
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3. Unbonded surface course, including the use as a surface course for 
municipal roads, non-residential driveways, non-residential parking 
areas, and recreation or exercise trails; and 

 
4. Roadway shoulder aggregate. 

 
E. Non-Permissible Uses 

1. Surface course for residential driveways; 
2. Surface course for residential parking lots; and 
 
3. Playgrounds. 

 
 
F. Storage and Transportation 

1. Stockpile is to be actively managed and shall comply with the 
universal facility requirements of Env-Wm 1000 of the Rules. 

 
2. Vehicles or containers used to transport product shall be loaded 

and hauled in such a manner that the contents do not fall, spill or 
leak.  Covers shall be provided to prevent littering and spillage as 
necessary. 

 
3. Upon the delivery of each load of the product, a “Recommended 

Use Guidelines” form, contained in Exhibit A, must be signed by an 
authorized representative of the user.  A copy of the form must be 
maintained at the offices of Scrap Metals, Inc. 

 
 

F. Quality Assurance/Quality Control Procedures 
1. One representative composite sample shall be collected from the 

product for every 10,000 tons of shingles processed and tested at a 
certified lab for the following: 

 
a. Metals per EPA Method 6010 and 7471 (mercury).   

 
b. Poly Aromatic Hydrocarbons (PAHs) per EPA Method 8270. 
 

2. One representative composite sample shall be collected from the 
product for every 25 tons of shingles processed and tested at a 
certified lab for the presence of asbestos fibers, using Polarized 
Light Microscopy (PLM) testing methods. 

 
3. All testing must be completed and the results received by the 

facility prior to releasing the product for distribution. 
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G. Third Party Inspections 
1. A qualified and experienced third party licensed asbestos inspector 

retained by the facility shall inspect the facility twice during the 
asphalt-manufacturing season (approximately April through 
December).  The first inspection should occur approximately in the 
midpoint of the season and the second inspection should occur 
prior to the close of the season. 

 
2. During the inspection, the inspector shall: 

a. Evaluate acceptance and sampling programs, including any 
approved modifications, as required by this determination.  
Identify any deviations from compliance conditions set forth 
in this determination. 

 
b. Identify any modifications in the facility’s process that are not 

identified in the application.  Identify changes that may 
modify the physical or chemical nature of the processed 
shingles, or that may present a situation of nuisance or a 
threat of adverse impacts from the use of this material. 

 
c. Sample both a randomly selected truckload of material and a 

randomly selected stockpile of processed material for the 
presence of asbestos.  The sample shall be analyzed using 
PLM testing methods. 

 
d. Following the inspection, the inspector shall file a report of 

the findings with the permitted facility.  Said report shall be 
maintained in a file at the facility and any recommendations 
made by the inspection shall be promptly implemented. 

 
 
H. Reporting 

1. Scrap Metals, Inc. shall be required to submit an annual report to 
the Department by March 31 of the year following the calendar year 
being reported, containing the minimum information and in the 
format of the sample annual report contained in Exhibit B. 

 
2. Scrap Metals, Inc. shall be required to submit Third Party 

Inspection Reports to the Department within two (2) weeks of 
receipt. 
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